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Control Unit Tracking Rails ’

CuU30 Tracking rail standard kit
TR-320

1. Carrying case

2. Vest ; gcc))llll)}/l carrying case
8. T-bar (Main bar + Support pipe) o .
4. Handle 3. Rail carrying case 320cm / 126.0"

4. Rail (80cm/31.5" pipe x 8)

5. Tripod adapter 5. Rail stopper

The CU30 is a remote control unit for the REMO30. The
main advantage of this unit is that while one person
concentrates on handling a crane or a jib arm, the other
person can operate the remote head with the control
box. The remote head operator can wear a Libec vest,
attach the T-bar to it, while having the REMO30 control
box on the right hand, the ZFC-5HD zoom and focus
control on the left, and a monitor with a ball head
attached at the front. This allows the remote head
operator to move around freely, adding production value
when shooting with a small crew. Using the supplied
tripod adapter, the unit can also be mounted on a

Jib, Remote Head & Tracking Rails / Control Unit / Tracking Rails

The TR-320 includes a set of 80cm/31.5"
aluminum pipes to construct a
320cm/126.0" tracking rail. The dolly
offers high-performance bearings and a
specialized tracking system to prevent
derailing. This allows smooth moving
shots on either straight or curved rails.
With a simple screw-in mechanism, pipes

4.
‘at
’ 5.

tripod. ; ) .
can be easily and firmly assembled, which
enables a quick set up. The CR-90 curved

Move freely with the vest Stable use with a tripod rail and the EX-160S straight extension
rails are also available, which offers more
shooting flexibility.

Straight extension rail
EX-160S
The EX-160S is an option for those who need to extend an Extension length  160cm / 63.0"
extra straight rail. It includes 80cm/31.5"x4 pipes. Weight 2.3kg / 5.1Ib
The vest is adjustable to fit any size, as well as the control Mounts on standard 75mm/100mm jib arms and tripods. 90 degrees curved rail
box free to position. CR-QO
. . The CR-90 is a versatile 90°curved rail that can be used with Outer rail diameter | 168cm / 66.0"
Functional for remote operation straight rails to make 45°r 90°curves. Weight 3.5kg / 77lb

Control cables can be connected to extend up to
30m/99.0'" in length for remote operation.
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Remote Controls

Zoom and focus control for LANC(Sony/Canon) and Panasonic cameras Zoom control for LANC(Sony/Canon) and Panasonic cameras Extension zoom cable for LANC
ZFC-5HD ZC-3DV (Sony/Canon) and Panasonic cameras
EX-530DV

All-in-one zoom and focus control for
LANC(Sony/Canon) and Panasonic cameras

Universal controller for LANC(Sony/Canon) and
Panasonic cameras Length 5.3m/17.5'

Zoom speed is variable from slowest to fastest by a very sensitive thumb switch.
Versatile usage - the ZC-3DV clamps on tripod pan handles, jib arm and crane
weight bars, stabilizers, monopods and other accessories.

Weight 0.12kg / 0.261b
Cable length 0.5m/1.6'

REC button (Start/Stop)

ON / OFF switch for LANC

Zoom speed (High/Low) for LANC Zoom controller

REC button (Start/Stop)
Focus control button for LANC

Converter switch for LANC and Panasonic

Converter switch for LANC and Panasonic
(Most Sony and Canon/Panasonic)

2 positions cable outlet

Zoom control for ENG lenses Extension zoom cable for ENG lenses

Zoom controller ZC-gPro EX—530PI’O

Can be used with both Canon and Fujinon lenses by Length 5.3m /17.5'
simply changing the switch

The ZC-9Pro can be used with both Canon and Fujinon 8-pin lenses. Versatile

Focus dial for Panasonic

The ZFC-5HD offers precise and variable zoom speed control available LANC  Panasonic usage - the ZC-9Pro clamps on tripod pan handles, jib arm and crane weight yz
for LANC*(Sony/Canon) and Panasonic cameras, controled by a selector el v v bars, stabilizers, monopods and other accessories :
switch. Equipped with a 2-step zoom speed control for LANC cameras.  [gooie v v ’ ’
In addition, the ZFC-5HD is equipped with a focus control button for  ‘oeserap v v Weight 0.17kg / 0.37Ib
LANC and a focus dial for Panasonic cameras. Exclusively for LANC . Cable length 0.7m/2.3'

. . Zoom speed switch v @
cameras, the ZFC-5HD has an on/off remote power switch function

Camera power ON/OFF v

which allows your camera to power on/off remotely. This is ideal when
shooting with a jib arm or crane. Can be clamped on various equipment: Weight 0.16kg / 0.4lb
tripod pan handles, jib arm and crane weight bars, stabilizers, monopods
and other accessories.

12pin adapter

Size 75x50mm /3 x 2" Cable(Connected 8 pin) ! A-1 2P
Cable length 0.7m/2.3'

Use for 12pin connector
*LANC is a registered trademark of Sony Corporation.

The end of the cable splits into two Extension focus cable for h(
parts with 2.5mm submini-jack and Panasonic cameras 1 : =
3.5mm mini-jack on each end. EX-530HD b ""Q')
When using Panasonic cameras,
simultaneous control of zoom and
focus can be achieved by plugging REC/RET button
2.5mm and 3.5mm jacks into the
zoom and focus terminals, Converter switch for
respectively. Length 5.3m/17.5' Canon/Fujinon lens T D
Note: When the remote terminal @3.5 (focus for Panasonic) is connected to the Panasonic cameras released after August 2009, manual mode is not available
as the iris is fixed to the auto mode. To use the iris in the manual mode, please operate the focus on the camera without connecting the remote terminal @3.5. Converter switch for REC/RET
Libec Libec
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Remote Controls

SONY PMW EX cameras connectable zoom control

ZC-9EX

Compatible with SONY PMW-EX cameras. Can be used
same as the ZC-9Pro by just removing the EX adapter.
Versatile usage - ZC-9EX clamps on tripod pan handles, jib
arm and crane weight bars, stabilizers, monopods and
other accessories.

Weight 0.2kg / 0.441b
Cable length 0.7m / 2.3'(main cable)
0.1m / 0.3'(EX connector)

Converter switch for
Canon/Fujinon lens*

Converter switch for REC/RET*

SONY PMW-EX cameras adapter cable
A-9EX

The A-9EX is a conversion adapter that allows you to
connect Sony's PMW-EX cameras to zoom controls for
Fujinon's ENG lenses.

EX adapter

REC/RET button

Zoom controller

*The function is not available for XDCAM EX cameras.

LANC/AV adapter cable

A-3AV

Conversion cable available to connect LANC* zoom
control to Sony Handycam* equipped with AV remote
terminal.

*LANC and Handycam are registered trademarks of Sony Corporation.

Tripods & Cases
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Tripods

HEAVY DUTY
(100mm)

T102B 1sTAGE New

T103B New

Designed for heavy duty performance, which is ideal for
studio production and for use with a jib arm. A stable
camerawork is ensured thanks to the outstanding rigidity
and robustness.

Pipe material Aluminum

Weight 5.4kg / 11.91b*"

Height 69 to 138.5cm / 27.0 to 54.5"*2
Ball diameter 100mm

Section 1STAGE

Floor spreader for T102B / T103B
SP-6B New

Weight 1.2kg / 2.6lb

*1 The weight is excluding spreader and rubber feet.
*2 Measured with a floor spreader attached. The height will be different if a
mid-level spreader and large rubber feet are attached.

* Spreaders are sold separately

Libec

Can reach as high as 1774cm/68.5". The dual pipe structure
provides high stability and robustness even when
extended to the maximum length, which offers you smooth
and steady camerawork.

Pipe material Aluminum

Weight 6.5kg / 14.3Ib™"

Height 62 to 174cm / 24.5 to 68.5"*2
Ball diameter 100mm

Section 2STAGE

Mid-level spreader for T102B / T103B
BR-6B New

Weight 0.3kg / 0.7Ib

Large rubber feet for T102B / T103B

FP-3B New ‘ a

Weight 0.7kg / 1.5lb

w

ENG
(100mm)

RT50B New

|

RT50C carbon pipe New

Outstanding stability and rigidity, while providing height
and portability required by ENG tripods. Leg joints are
equipped with grips for easy transportation.

Pipe material Aluminum

Weight 3.1kg / 6.8Ib*"

Height 47.5 to 158cm / 18.5 to 62.0"*?
Ball diameter 100mm

Section 2STAGE

Floor spreader for RT50B / RT50C
SP-2B

Weight 0.9kg / 2.0lb

*1 The weight is excluding spreader and rubber feet.

*2 Measured with a floor spreader attached. The height will be different if a
mid-level spreader and large rubber feet are attached.

* Spreaders are sold separately

Outstanding stability and rigidity, while providing height
and portability required by ENG tripods. Leg joints are
equipped with grips for easy transportation. Lightweight
due to the use of carbon pipe.

Pipe material Carbon

Weight 2.8kg / 6.2Ib*"

Height 47.5 to 158cm / 18.5 to 62.0"*?
Ball diameter 100mm

Section 2STAGE

Mid-level spreader for RT50B / RT50C
BR-6B Nnew

Weight 0.3kg / 0.7Ib

Large rubber feet for RT50B / RT50C

FP-2B :
Weight 0.4kg / 0.91b ‘

Libec

Tripods & Cases / Tripods
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Tripods

RT40RB

RT30B

The RT40RB is designed similar to the 100mm ball tripod
RT50B, which features remarkable stability and rigidity
while providing height and portability required by ENG
tripods.

Pipe material Aluminum

Weight 3.1kg / 6.8Ib*"

Height 47.5 to 157.5cm / 18.5 to 62.0"*2
Ball diameter 75mm

Section 2STAGE

Floor spreader for RT30B / RT40RB
SP-2B

Weight 0.9kg / 2.0lb

%1 The weight is excluding spreader and rubber feet.

*2 Measured with a floor spreader attached. The height will be different if a
mid-level spreader and large rubber feet are attached.

* Spreaders are sold separately

Libec

Lightweight design, yet ensures high stability and rigidity.

Pipe material Aluminum

Weight 2.6kg / 5.71b*"

Height 40.5 to 150.5c¢m / 16.0 to 59.5"*2
Ball diameter 75mm

Section 2STAGE

Mid-level spreader for RT4A0RB
BR-6B New

Weight 0.3kg / 0.7Ib

Mid-level spreader for RT30B
BR-2B

Weight 0.2kg / 0.41b

Large rubber feet for RT30B / RT4A0RB
FP-2B -

Weight 0.4kg / 0.91b

Tripod cases

The all-round tripod case for easy transportation

The case is equipped with two wheels and can be pulled
along by the side handle grip, which allows easy
transportation on foot. Damages are prevented by the soft
and hard protectors on all sides of the case which absorb
impacts, while the inner strap holds the tripod firmly in
place. This all-round tripod case is designed with high
rigidity and can be safely transported as a check-in
luggage during flight.

All-round tripod case

RC-80 New

Internal dimension 107cm / 42.0°

Can be used by other manufacturer's tripod

All-round tripod case

RC-70 New

Internal dimension 93cm /36.5

Caster

Inner pocket with zipper Inner strap

Handle grip

Side handle

Libec

Tripods & Cases / Tripods / Tripod cases
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Tripod cases

Tripod case for ENG

RC.50 Accessories

The RC-50 is a stylish tripod case, designed for quick and easy storage of your tripod,
with its high durability and lightweight portability

I Designed with end-to-end wide openings, providing quick and easy access to your tripod

Il Surfaces are fully equipped with solid padding to provide shock protections during transportation
I Made of water resistent PU coated polyester equipped with a heavy-duty zip fastener

I The bottom protector absorbs external impacts during transportation

Designed for a comfortable use, the main handle is plastic-gripped, a tough side-handle is
attached, and also comes with padded shoulder strap

I Equipped with an inner pocket to store accessories such as a pan handle

=T

Protector Inner pocket with zipper  Handle grip

< o g

Padded shoulder stra| Side handle
P ; .

Tripod case for RT30B
RC-30

RC-30 enables easy and smooth taking in and out your
tripod. Opens wide and flat for use as a floor mat on which
to place equipment and luggage at shooting site.
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Accessories

Accessory support kit

AS-7K (A-7 included)

Attachable to the left and right attachments on support
column of the SWIFTJIB50, and serve as a monitor arm.

Can be attached to cameras and

accessory plates and also Libec

A muItipI.e accessory support that supports mounting of LCD monitors and other heads by using accessory
accessories. support adapter included in the
Length 261mm / 10.3" kit*. Fitting angle can be adjusted
R —— 1/4" screw flexibly that enables suitable

Weight 0.35kg / 0.8lb

Accessory support adapter

A-7

positioning of accessories.

Can be attached to Libec heads and
SWIFTJIB*. Accessories can be fitted
by using 1/4" and 3/8" screw holes.

Libec

*Not attachable to TH-650DV

Adapter plate
AP-1

Adapter plate
AP-5

Made of magnesium material, it's rigid with a light weight
of only 200g/0.4lb. The AP-1 helps you to instantly attach a
small hand-held camera to a tripod adapter. As in the case
of using shoulder cameras, it is possible to remove and set
a camera again and again with the tripod adapter left on
the head, so you can shoot right away with the appropriate
counterbalance.

Weight 0.2kg / 0.41b
This product can be mounted on the following tripod adapters :

SONY VCT-14, VCT-U14

Panasonic SHAN-TM700

Ikegami T-200V, T-201V

JvC KA-511U(T)

Makers and models other than those listed above may not be compatible
with this product .

Long sliding plate for RHP75 / RHP85 / LX10

Sliding Plate L new

The AP-5 includes a camera platform and sliding plate.
Using the 1/4" and 3/8" screw holes on its base, you can
mount the platform on various camera support equipment.
In addition, the side surface of the platform has 1/4" and
3/8" screw holes for attaching accessories. 1/4" and 3/8"
spare screws are included and stored in the platform.

Weight 0.4kg / 1.0lb
Sliding range 80mm /3.1"

Weight 0.2kg / 0.41b

Libec

Accessories
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Accessories

Dolly for TH-650DV / TH-950DV Standard dolly for RT30B / RT40RB / RT50B / RT50C
DL-2 DL-3B New
Weight 1.9kg / 4.2Ib Weight 3.6kg / 7.91b

Versatile length dolly for RT30B / RT40RB / RT50B / RT50C Dolly for T102B / T103B
DL-5B New DL-8B New
Weight 3.7kg / 8.1lb Weight 5.9kg / 13.0lb

Sliding range  18.5cm/ 7.3"

-
Low angle adapter for DL-8B Extendable pan handle for RH25R, RH35R and RH45R
LA-110 PH-6B New

Extendable pan handle for LX10, RHP75 and RHP85
PH-8B New

J 75mm adapter
AD-75

Adapter of Libec 75mm heads for 100mm ball diameter tripods.

Libec

SMOOTH
OPERATORS




Specifications
DV

Payload Counterbalance mode Drag mode Ball diameter Section

TH-650DV

TH-950DV

LX5

LX5M

LX7

LX7 M

LX10

LX10 M
LX10 Studio

RS-250R
RS-250RM
RS-350R
RS-350RM
RS-450R
RS-450RM

RSP-750
RSP-750M
RSP-750C
RSP-750MC
RSP-850
RSP-850M

LX5 Head

LX5 Head

LX7 Head

LX7 Head

LX10 Head

LX10 Head

LX10 Head

RH25R

RH25R

RH35R

RH35R

RH45R

RH45R

Pedestal Systems

Pedestal

RSP-750PD(B)
RSP-750PD(S)
RSP-850PD(B)
RSP-850PD(S)

P110B

P110S

P110B

P110S

RHP75

RHP75

RHP85

RHP85

RT30B

RT30B

RT30B

RT30B

RT50B

RT50B

RT50B

RT30B

RT30B

RT30B

RT30B

RT40RB

RT40RB

RT50B

RT50B

RT50C

RT50C

T103B

T103B

Spreader
SP-2B
BR-2B/FP-2B
SP-2B
BR-2B/FP-2B
SP-2B

BR-6B/FP-2B

Spreader
SP-2B
BR-2B/FP-2B
SP-2B
BR-2B/FP-2B
SP-2B

BR-6B/FP-2B

Spreader
SP-2B
BR-6B/FP-2B
SP-2B
BR-6B/FP-2B
SP-6B

BR-6B/FP-3B

RC-70

RC-70

RC-70

RC-70

RC-80

RC-80

Others

Sliding Plate L

Sliding Plate L

Others
DL-8B PH-8B(Extra)

DL-10B PH-8B(Extra)

DL-8B PH-8B(Extra) / Sliding Plate L

DL-10B PH-8B(Extra) / Sliding Plate L

Counterbalance range
1.8 to 5kg / 4.0 to 11.0lb
1.8 to 5kg / 4.0 to 11.0lb
3 to 7.5kg / 6.5 to 16.5Ib
3 to 7.5kg / 6.5 to 16.5Ib

4.5 to 10.5kg /10.0 to 23.0lb

4.5 to 10.5kg /10.0 to 23.0lb

Counterbalance range
5.5 to 14kg / 12.0 to 31.0lb
5.5 to 14kg / 12.0 to 31.0lb
5.5 to 14kg / 12.0 to 31.0lb
5.5 to 14kg / 12.0 to 31.0lb

9 to 20kg / 20.0 to 44.0lb

9 to 20kg / 20.0 to 44.0lb

Counterbalance range
5.5 to 14kg / 12.0 to 31.0lb
5.5 to 14kg / 12.0 to 31.0lb
9 to 20kg / 20.0 to 44.0lb

9 to 20kg / 20.0 to 44.0lb

3kg / 6.5lb

4kg /9.0lb

Payload
4kg / 9.0lb
4kg / 9.0lb
8kg / 17.5lb
8kg / 17.5Ib

16kg / 35.0lb
16kg / 35.0lb

16kg / 35.0lb

Payload
6kg / 13.0lb
6kg / 13.0lb

9kg / 20Ib
9kg / 20Ib
12kg / 26.5lb

12kg / 26.5Ib

Payload
17kg / 37.5lb
17kg / 37.5lb
17kg / 37.5Ib
17kg / 37.5lb
25kg / 55.0lb

25kg / 55.0lb

Payload
17kg / 37.5lb
17kg / 37.5lb
25kg / 55.0lb

25kg / 55.0lb

FIX

Off + 3position

Counterbalance mode

Counterbalance mode

Continuous

Continuous

Continuous

Continuous

Continuous

Continuous

Counterbalance mode

Continuous

Continuous

Continuous

Continuous

Continuous

Continuous

Counterbalance mode

Continuous

Continuous

Continuous

Continuous

Drag mode

Drag mode
2STEP
2STEP

Free plus 3STEP
Free plus 3STEP
Free plus 3STEP

Free plus 3STEP

Drag mode

Drag mode

3.2kg / 7.0lb

3.7kg / 8.11b

5.5kg / 12.11b
5.2kg / 11.41b
5.5kg / 12.11b
5.2kg / 11.41b
7.6kg / 16.7Ib
7.4kg / 16.3Ib

10.6kg / 23.3Ib

6kg / 13.2lb
5.7kg / 12.5lb
6.2kg / 13.61b
5.9kg / 13.0lb
6.7kg / 14.7Ib

6.5kg / 14.3Ib

7.8kg / 17.2Ib
7.6kg / 16.7Ib
7.5kg / 16.5Ib
7.3kg / 16.1Ib
11.6kg / 25.5lb

11.4kg / 25.11b

19.2kg / 42.2Ib
22.7kg / 49.91b
19.3kg / 42.5lb

22.8kg / 50.2Ib

70 to 150cm / 27.5 to 59.0"

75 to 155cm / 29.5 to 61.0"

56 to 166cm / 22.0 to 65.5"

81 to 165.5cm / 32.0 to 65.0"

56 to 166cm / 22.0 to 65.5"

81 to 165.5cm / 32.0 to 65.0"

63 to 173.5cm / 25.0 to 68.5"

83 to 171.5cm / 32.5 to 67.5"

91.5 to 187cm / 36.0 to 73.5"

55 to 165cm / 21.5 to 65.0"

80 to 164.5cm / 31.5 to 65.0"

56 to 166cm / 22.0 to 65.5"

81 to 165.5cm / 32.0 to 65.0"

63 to 173cm / 25.0 to 68.0"

82.5to 171cm / 32.5 to 67.5"

65 to 175.5cm / 25.5 to 69.0

85 to 173.5cm / 33.5 to 68.5

65 to 175.5cm / 25.5 to 69.0

85 to 173.5cm / 33.5 to 68.5

79.5 to 191.5cm / 31.5 to 75.5"

95.5t0 189.5cm / 37.5 to 74.5"

100 to 175cm / 39.5 to 69.0"

98.5 to 173.5cm / 39.0 to 68.5"

100 to 175cm / 39.5 to 69.0"

98.5 to 173.5cm / 39.0 to 68.5"

Ball diameter

Ball diameter

Ball diameter

Ball diameter

100mm

100mm

100mm

100mm

2STAGE

2STAGE

Section

2STAGE

2STAGE

2STAGE

2STAGE

2STAGE

2STAGE

2STAGE

Section

2STAGE

2STAGE

2STAGE

2STAGE

2STAGE

2STAGE

Section

2STAGE

2STAGE

2STAGE

2STAGE

2STAGE

2STAGE

Column section

2STAGE

2STAGE

2STAGE

2STAGE




List of cameras tested with ZFC-5HD zoom and focus control

Terminal

HVR-A1 LANC

<
<

HVR-V1 LANC
HVR-Z5 LANC
HVR-Z7 LANC
HVR-HD1000 LANC
HVR-MC2000 REMOTE
HXR-NX5 REMOTE
HXR-NX70 REMOTE
HDR-FX1000 LANC
HDR-AX2000 REMOTE
HVR-S270 LANC

N X X X X X X X X X X

HXR-NX3D1 AV REMOTE
NEX-FS100K REMOTE

N X X X X X X X X X X X
z
>

NEX-FS700K REMOTE

pd
>

AG-HMC40 =

|
<

AG-HMC150

<

AG-AC130

<

AG-AC160

<

Panasonic AG-AF100

Z
>

AG-3DA1

AG-HVX200A

AG-HPX170

AG-HPX250 =
XH G1S/A1S LANC
XL H1S LANC
XA10 REMOTE

v
v
v
v
v
v
v
v

XF105 REMOTE
XF305 REMOTE

<

: When the 3.5mm plug is connected to focus/iris terminal on Panasonic cameras, only the remote control manual mode is available, regardless of the camera's
auto/manual mode.
. As for some of the Panasonic cameras released after August 2009, connecting the 3.5mm plug to focus/iris terminal makes the function fixed to auto iris mode,
and disables the manual mode.
%3 : Tested by the standard kit lens.
%4 . Operable by micro four thirds lenses.

List of models storable in the RC-70 tripod case

Transport length
V10AS-AP2F 86.6cm/ 34.1"
V10AS-CP2F 86.6cm /341"
Vinten
V100-AP2 85.9cm/ 33.8"
V100-CP2 85.9cm/ 33.8"
SYSTEM18 S1 ENG 2 89cm / 35"
SYSTEM18 S1 ENG 2 CF 89cm / 35"
Sachtler SYSTEM20 S1 HD CF 94cm / 37"
SYSTEM20 S1 HD MCF 94cm / 37"
SYSTEM20 S1 SL HD MCF 94cm / 37"

%% . Storable in the RC-70 tripod case, however space may be tight as the tripod system's size is 1cm/0.4" longer than the internal length of RC-70.
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For detailed information on Libec products including
Operation manuals, Specification sheets, and Service
parts lists, please visit our website. Various video
contents including fascinating product promotion and
tutorials videos on how to replace service parts are
available on the “LTV” section. In the "Which camera,
Which model?" section, you can easily check before
purchasing which Libec tripod system is optimum for
each latest camera model.

www.libecsales.com

www.libec-global.com
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